ALL RIGHTS RESERUED. WO PART OF THIS DRAWING MAY BE
REPRODUCED IN AMNY FORM OR BY ANY MEANS OR DISCLOSED

T OTHERS WITHOUT LRITTEN PERNISSION FRON FoP. PROBLEM: TtraNSCEIUER SHUTS DOWN LHEN UEHICLE BATTERY UDLTAGE 1S BELOL 21U0C

SOLUTION: 1wsTALL &N #BP'S UP POWER DC-OC CONUERTER BETLEEN THE UEHICLE BATTERY AND THE TRANSCETUER.

A0 UP DOWER MILITARY TRANSCETUER
OPERATING UOLTAGE:
DC-DC CONVERTER MINTMUM: 21UDC 22000
P/N: BBP-12U,UP. 24U, 256 MAXIMUME: 32UDC . 38UDC
24UDC UEHICLE
FLECTRICAL SYSTEM INPUT: 3UDC TO =2sUDCx TRANSCETUER TMPUT
QUTPUT: 24UDC.-28UDC POKWER 1S MAINTAINED

OUTPUT CURRENT: 25a.216 l At 24u280 Recaroless|  SOLUTION

TO THE UEHICLE
BATTERY UOLTAGE

UOLTAGE RANGE: PROVIDES FILTERED AND DROP BELOW 21UDC
CONDITIONED POWER FOR DUE TO HEAUY LOAD
18UDC TO 20U0C REDUCED CAPACITY,
TRANSCETUERS AND LOL AMBIENT
AMPLIFIERS TEMPERATURE OR POLER

CABLE UOLTAGE DROP

MILITARY TRAMSCEIUER
OPERATING UOLTAGE:
MINIMUM:  21UDC 22000

ELECTRICAL SYSTEM

TRANSCEIVER SHUTS
V DOWN WHEN UEHICLE UDDW_'m—(_

UOLTAGE RANGE: BATTERY UOLTAGE
DROPS BELOLW 210DC
18UDC TO 3@UDC DUE TO HEAUY LOAD,

REDUCED CaAPACITY,
LOW AMBIENT
TEMPERATURE DR POWER
CABLE UOLTAGE DROP

AUTOMATED BUSINESS POWER (ABP>

Rockville, MD (3@8ly 424-1750

¥ The 1mput voltage must be lowsr tham the output voltage.
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